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HIGHLIGHTS

For more informa�on visit h�p://www.dta-sa.com/ 

DIMENSIONS

• Four Thermistors Emulated
• Emulated Temp Range -50°C to +80°C
• Web Based Control
• Calibra�on in Flash
• Operate Individualy

MODEL
SQX01069A

Slave Module
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*the distances are the same 
for both models



 
HEADQUARTERS 
Monseñor P. Cabrera 5020 - Córdoba, X5008HJP  Argentina
Tel.: (54) 351 4770044 / Fax (54) 351 4764576
sales@dta-sa.com

ISRAEL Office
Ultram Technologies Ltd.
58 Hameyasdim Street, Moshav Mazor, 73160
Tel.: (972) 03 9331696
sales@ultramtech.co.il

THERMISTOR EMULATOR

SPECIFICATIONS

for more informa�on visit: 
h�p://www.dta-sa.com/ 

USA Office
GM Systems LLC
27 Kim Place, Kings Park, N.Y. 11754-5025
Tel.: 631-269-3820
terlizzi@gmsystems.com

 

Specifications  

Front Panel Master Module                                         ETHERNET RJ-45, RS-485, JACK 2.1,HEADER FEMALE 2-POS 2,54 Right Angle, FEMALE micro usb Socket   

Rear Panel                                                                       CONN DSUB RCPT 9POS R/A PCB

Power  

AC Line Input                                                                 12Vdc    

Current                                   1000mA     
Monitors  

Indicator LEDs Front Panel Monitoring : Power  On
 

Size and Weight  
Dimensions       long 125.9mm/width 106.13mm/high 56.13mm
Weight                                                                            0,78 lb / 355gr

Environmental  

Temperature  
Opera�ng over 0/55°C at sea level 
Storage Temp -30°C/70°C 

Humidity  0-95 % rela�ve humidity ,non-condensing 

Emulated Temperature Range                                    -50°C to +80°C
Temperature Step                                                         1°C
So�ware Control                                                           Web Based Applica�on
Network Config                                                             Web Based

  Slave Network                                                               RS-485

 Thermistor Emulator Connector                                  Micro D-SUB-9

Calibra�on                                                                      Flash Look Up Table (Reprogramable In the field)
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Output                                                                             Rs485

Front Panel Slave Module                                            RS-485, JACK 2.1,HEADER FEMALE 2-POS 2,54 Right Angle, FEMALE mini usb Socket   
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